
 

 

 

 

Bitumen 60/70 

 

 

 

Bitumen 85/100 

Analysis  Unit Limit Test Method 

dansity@25°C kg/m2 1010-1050 ASTMD 70 or 
D3289 

Penetration@25°C mm/10 85-100 ASTM D5 
Softening point °C 45-52min ASTM D36 
Ducitllity@25°C cm 100min ASTM D113 
Loss on heating wt% 0.2max ASTM D6 
Drop in penetration after heating % 20max ASTM D5 
Flash point °C 232min ASTM D92 
Solubility in Trichloroethylene wt% 99.0min ASTM D2042 
Spot test ----- Negative AASHTOT102 
Viscosity@60°C P 1000+200 ASTM D2171 
Viscosity@135°C cSt 250min ASTM D2170 
Wax Content % 2max DIN EN 12606-1 

 

 

Analysis Unit Limit Test Method 

dansity@25°C kg/m2 1010-1060 ASTMD 70 or D3289 
Penetration@25°C mm/10 60-70 ASTM D5 
Softening point °C 49-56min ASTM D36 
Ducitllity@25°C cm 100min ASTM D113 
Loss on heating wt% 0.2max ASTM D6 
Drop in penetration after 
heating % 20max ASTM D5 

Flash point °C 232min ASTM D92 
Solubility in Trichloroethylene wt% 99.0min ASTM D2042 
Spot test ----- Negative AASHTOT102 
Viscosity@60°C P 2000+400 ASTM D2171 
Viscosity@135°C cSt 300min ASTM D2170 
Wax Content % 2max DIN EN 12606-1 



 

 

 

  

Bitumen 40/50 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Analysis Unit Limit Test Method 

dansity@25°C kg/m2 1010-1060 ASTMD 70 or 
D3289 

Penetration@25°C mm/10 40-50 ASTM D5 
Softening point °C 49min ASTM D36 
Ducitllity@25°C cm 100min ASTM D113 
Loss on heating wt% 0.2max ASTM D6 
Drop in penetration after heating % 20max ASTM D5 
Flash point °C 232min ASTM D92 

Solubility in Trichloroethylene wt% 99.0min ASTM D2042 

Spot test ----- Negative AASHTOT102 

Viscosity@60°C P 4000+ 800 ASTM D2171 

Viscosity@135°C cSt 400 min ASTM D2170 

Wax Content % 2max DIN EN 12606-1 



 

 

 

 

 

Gilsonite Spec 10% 

 

 

Gilsonite Spec 25% 

 

Test Result Test Method 

Ash Content wt% 24 ASTM D3174 
Moisture Content wt% <3 ASTM 3173 
Solubility in CS2 60 ASTM D4 
Fixed cravity@25c 1.11 ASTMD3289 
Softing point 170-220 ASTM D36 
Sulphur et <5 ASTM D1552 

 

 

Gilsonite Spec 20% 

 

Test Result Test Method 

Ash Content wt% 18.5 ASTM D3174 
Moisture Content wt% <3 ASTM 3173 
Solubility in CS2 68 ASTM D4 
Fixed cravity@25°C 1.11 ASTMD3289 
Softing point 170-220 ASTM D36 
Sulphur et <5 ASTM D1552 

 

Test Result Test Method 

Ash Content wt% 7.3 ASTM D3174 
Moisture Content wt% <3 ASTM 3173 

Solubility in CS2 82 ASTM D4 

Fixed cravity@25c 1.11 ASTMD3289 
Softing point 170-220 ASTM D36 
Sulphur et <5 ASTM D1552 



 

 

 

 

 

 

Gilsonite Spec 15% 

Test Result Test Method 

Ash Content wt% 13 ASTM D3174 
Moisture Content wt% <3 ASTM 3173 
Solubility in CS2 76 ASTM D4 
Fixed cravity@25°C 1.11 ASTMD3289 
Softing point 170-220 ASTM D36 
Sulphur et <5 ASTM D1552 

 


